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INPUTS @ SHOTPIuS

1. Textimporter allows the
Y : SHOTPIus™ v5.6 (ouild 2) N
flexibility to import text - e

HFiIe Edit View Calculations Tools Help

based data (.csv, .txt) for [ e cn | Q@ Qe

blast holes, surfaces ‘%wen 0 INTE [ 8 ves s
Save Ctrl+5
etC ) z Save as..
E Save as template...
g Close

@ Merge...

Export .. DXF...

Print 4 Surpac STR file
Exit IREDES file...
G:\.\EP04-04-RL450B logger upload.spf delstine
D:\Users\amcdonad\..\#243 Ad2 33-37 #58 (1).spf DTl e s

Di\Users\amcdonad\Downloads\#243 A42 33-37 #58.spf
Di\Users\amcdonad\Downloads\EP04-02-RL450B.spf
Di\Users\.\EP04-01-RL450B logger upload.spf
Di\Users\amcdonad\Downloads\EP04-01-RL450B.spf
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@ SHOTPIuS

TEXT IMPORTER - PARAMETERS

1. Select a text file to be imported

2. Ensure the data is separated by
either

> acomma“, "

» apipe character* |« e

) a tab Character ~Parameters

3_ The type Of data that Can be File: |D:‘\Users‘\amcdona4\Documents‘\bIast holes.csv J
Imported is reserved to tmport Type: [plastholes -
) pOIntS 000's: | none j Decimal place: | fullstop "." j Delimiter: ’m
> polyline

> Dblastholes
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A m
TEXT IMPORTER - HEADER %y SHOTPlus

1. Sometimes an import text
file will contain unwanted Firadt Ines =
header information

~Data - drag the column names to the correct columns or mouse dbl-click for fast add

2. To remove the header text s coy B
from the text file use theup  :

?

and down arrow buttons to s
set the number of lines to oo el

be extracted
Extract lines: ’7}@

‘BIES’E Name : EP03-04-RL300B j

Length Drilled : 10463.78 m
MNumber of Holes Drilled : 634 out of 634
Blast Name,Hole Name,Collar X, Collar ¥,Collar Z,Bearing,Dip,Length,Diameter ﬂ

3. Remove the header lines
until only data remains in
the columns to be imported

~Data - drag the column names to the correct columns or mouse dbl-click for fast add

[Skip Column] ;‘ ? ? ? ? ? ? ?

X
¥
z
D
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A m
TEXT IMPORTER - THE DATA ¢y SHOTPlus

1. Assign correct data types to
the columns

> click on the data type on
the left side and drag it to

~Data - drag the column names to the correct columns or mouse dbl-click for fast add

a column header or 555 Caur
. eng
double click on the data seang
. . ngle
type and it will Diameter

Hole Type

automatically assign the
column names in
sequential order (ensure
that the column you wish
to label is selected before
double clicking)
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@ SHOTPluS

TEXT IMPORTER - TEMPLATES

1. Save the import configuration as a template file for future reuse, or
> atemplate can only be loaded after a text file had been selected

2. When importing blastholes set the distance check for duplicate collars

> duplicate collars found within the designated range will not
be imported

| Update existing holes by ID

Duplicate Hole Check 0.01 m Allows duplicate hole coords
Date of measurement 28/02/2017 "
Load template... Save template... Import Cancel
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PRINTING BLAST PLANS

@ SHOTPIuS

1. SHOTPIus 5 allows the users to print
part of the blast plan currently displayed

on the screen

> Press Ctrl+P to bring up the printing

window

File Edit View Calculations Tools Help

D New Ctrl+N l Q Q Q ;:; ﬂ
[5§ Open a0 N FE JQ -y
G Save Ctrl+S :

Save as

Save as template...

Close
@ Merge...
D Import »
[@ Export ’
Exit
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PRINTING - SCALING AND 2 SHOTPIUS
PREFERENCES %
1. Set the scale (zoom) at which (s R

o~ Ww

you wish to print the current
view of the design

> No scales means the
printout will reflect the screen
view

. Toggle the display of the title

box containing blast header
Information and logos on the
print out

. Modify text size on the plan.
. Select paper size
. Select logos and print titles

i Options  Scale
®Title box 2 O No scale (window extents)
I O Filename only ©1:250
| || O None O 1:500 1
O 1:1000
o "I Black and white printing O1:2500
p.
- Text size ﬁil 3 1:5000
4|_ Paper size A4 j ® Custom QDDil
[ Al sizes
-
D Logos... | Titles... |
Print PDF Clo
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@ SHOTPIuS

PRINTING - PRINT PREVIEW

1. The images/logos chosen in the
Program settings to appear on the
print out

2. The title box containing either
default headers and blaster
header information or headers
substituted in the Program settings

3. Runtime options buttons mcludlng
headers, footers, watermark,
background colours
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TEXT EXPORTER - OVERVIEW

@ SHOTPIuS

SHOTPIus 5 allows the users to
export blast design data via a
configurable text exporter.

The main parts of the exporter
consist of:

1. The file header information

2. The body containing the
actual data

3. Template management

& SHOTPIus™ v5.6 (build 2)

File Edit View Calculations Tools Help

D New Ctrl+N
[% Open Cirl+0
(G Save Ctrl+S

Save as template...
Close

‘ @ Merge...
D Import

5 N |

3

Exit

G\..\EP04-04-RL450B logger upload.spf
Di\Users\amcdonad\,..\#243 A42 33-37 #58 (1).spf
D:\Users\amcdonad\Downloads\#243 A42 33-37 #58.spf

Text export

QA& dEd
NE[R -2l

DXF...

IREDES file  Ctrl+Shift+X
MineSight3D

Electronic Load Sheet
Blastholes to Surpac

directly

Drag headings here, double-click header list, or edit j

Drag fields here, or double-click field list

[ Selected items only
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@ SHOTPIuS

TEXT EXPORTER - HEADER

Header information can be typed into
the provided text edit area

o . =S

~Header

[Date] example file j
4 fields from the blast header data ]

can be dragged and dropped into the ‘

header space. They appear inside

[Field name] and are replaced with

the actual data at the Preview/Export

stage

Kl

rTe)ctexport | DY |

~Header

[Title] [Title]
[Author] [Author] 1/03/2017 -

il test blast o w
[Description] A McDonald

- Fields

_—_} (_:oordinates ﬂ | lI I
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@ SHOTPluS

TEXT EXPORTER - DATA FIELDS

1. To create the body of the S —
export report click on a field . — S
on the left and drag it to the o
area provided on the right or
double click on the field .
> build the export list from Delmiter | Comma = Selected ems oy
top to bottom iooiiopie, | | smtmpiins | | P || oot | | coen
> the actual export will be -
arranged in a column e
format from left to right I —
-+ Toe coordinates
2. Choose the separating
character to delimit the data .
fields in the export report oelimter[Comma  ~ Selecte iems onl

Load template... Save template... Preview Cancel
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TEXT EXPORTER - TEMPLATE 2 guorous
MANAGEMENT 4

1. SHOTPIlus 5 allows the users to save the export file configuration as
a template file which can be reused in the future

2. The user can save a number of specific exports configurations used
on regular basis such as loading sheets, timing reports etc.

Load template... Save template... Preview Export Cancel
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73) SHOTPIuS

DXF EXPORT 7
SHOTPIus is capable of exporting  fie o ver coors Teos o v LY
blast design data into the DXF 5 ... o | LA L 1
\.EE_EEJA = .f..g‘.
format o save Crl+S

Save as...
Save as template...
Close

The user can choose to exportthe @ vece.

data from the blast design based ﬁ'me

on Print J_
Exit l Quantities

1. The objects currently selected ~— 2feeerestons I s

Extent of data to be exported

2. The objects being currently set
as visible (not just what you see | oseecesentes
on the screen but in the entire O Vil layers
design) O Al data

3. All data regardless of being
visible or not

oK Cancel
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A ,M
BLASTING TEMPLATES %y SHOTPlus

1. Blasting templates are .SPF files that have been saved with a
particular set of blast properties to serve as a starting point

2. Usual items the user may alter for a template are

> Edit / Blast Design data — Hole types, blasthole parameters and
loading

» Edit/ Blast properties - changes will only affect the
template/current design

» Edit / Available resources — limit the size of the drop down lists
of products and IS

» Surface ties on the Tie pallet — select ties used at this site
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OUTPUTS @ SHOTPIus

* Managing Blasting templates

1. Saving a blasting template — File / Save as template
» Saves the blasting template into the specifically designated
directory
2. Create a new blast by using a template — File / New
»  Only templates saved in the template directory appear in the list
3. Select any .SP2 or .SPF file as a template
4. Manage the template list with import and export functions

» Edit / Templates

File Edit View Calculations Tools BlastlQ Help Description:
) New Ctrl+N

.

& open
Blast templates | W =TT X
1 E Save MName Revision Author Descri ption l
Save as... ¥ |basic template 1 I e Rename | emplate: | <No starting template>
i East Pit Through Seam 341|A McDonald Monitors are in with parameters —
i elete
] Save as ‘(empla‘(e... Louhintahiekka Oy 19| A McDonald Customer: b & ate 1
i asic template
: Close Monitoring locations East Pit 339| A McDonald East Pit TEmugh Seam
: Monitoring locations main pit 295/ A McDonald Lamzs Louhintahiekka Oy
template wet dry holes 5|A McDonald P Monitoring locations East Pit
Test file for DIPFlus charging 1|A McDonald includes loading rules mor. AW ’ Monitoring locations main pit
port.. Comment: |template wet dry holes
Export I
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